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Cap Color 1

Identify the cap color to help you narrow 
down your selections. If no other 
information is available, visually refer to the 
part diagrams to identify your part. 

AON  W26-358-9913CAP COLOR  BLUE

	 CAP ID NO.	 NAD-30942 (6713)

	 PISTON ID NO.	 NAD-31336 (6888)

6.38

6.94 UNINF

3.81

15.75
5.12

1.05

6.50

APPLICATIONS:

HENDRICKSON TRUCK 60750-2

VOLVO / MACK

5

8

1.	 Cap Color
	� Color of material used on assembly cap.

2.	 Assembly Order Number (AON)
	� �Located on the label adhered to the assembly 

cap. This number is used for ordering purposes. 
It is important that the complete order number 
is used to avoid any confusion, especially with 
any type of electronic ordering. The complete 
order number in this example is W26-358-9913.

3.	 Cross Section View
	� Includes dimensional information in inches for 

uninflated diameter and height, as well as 
component dimensions.

4.	 Cap Identification Number
	� Includes the 8-digit cap drawing number and 

4-digit cap component number. The 4 digit cap 
component number might be molded into the 
perimeter or the top of the air spring cap.

5.	 Piston Identification Number
	� Includes the 8-digit piston drawing number and 

the 4-digit piston component number. The 4 digit 
piston component number might be molded 
into the piston, aiding in identification. 

6.	 Weight 
	� The total weight of the spring assembly.

7.	 Piston Material 
	� Aluminum, Steel, or Composite.

8.	 Applications
	� Includes all the information that is known about 

this specific application (i.e., model number, years 
of manufacture, part numbers, Firestone reference 
numbers, and competitor numbers, if known). If 
you know the vehicle your part came from, this 
is often the fastest way to identify the Firestone 
replacement part.

Steering axle air springs improve handling and 
stability, reduce wear and fatigue on other 
components, and enhance ride comfort. 
Available exclusively from Firestone.
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READING THE PARTS TABLE
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AIR SPRING IDENTIFICATION

BOTTOM VIEW

Cap Identification Number 4

The 4 digit cap component number might 
be molded into the perimeter or the top of 
the air spring cap. Do not confuse this 4 
digit code with the OE part number, which 
is also molded onto the perimeter or cap.

OE Part Number 8

The OE part number is stamped on the 
cap. Reference the Applications section 
of the part charts to match the OE part 
number and identify the Firestone AON.

Piston Identification Number 5

�The 4 digit piston component number 
might be molded into the piston, aiding  
in identification.

STEERING AXLE
SLEEVE STYLE SPRINGS

STEERING AXLE
SLEEVE STYLE SPRINGS

Assembly Order Number (AON) 2

The quickest way to identify the air spring 
is to read the manufacturer or Firestone 
assembly order number on the label adhered 
to the bead plate. Do not confuse this with 
the stamped 8-digit bead plate number.

W26-358-99132

      12.79       Composite
1 2 6 7
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ABBREVIATIONS	  INF. - Inflated (Max.) / UNINF. - Uninflated / (P) - Plastic/Composite / (AL) - Aluminum / BCR - Between Clamp Rings / N/A - Not Available
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STEERING AXLE
SLEEVE STYLE SPRINGS

AON  W26-358-9911CAP COLOR  BLACK

AON  W26-358-9912CAP COLOR  BEIGE

AON  W26-358-9913CAP COLOR  BLUE

AON  W26-358-9933CAP COLOR  BLACKAON  W26-358-9902CAP COLOR  ALUMINUM

AON  W02-358-9901CAP COLOR  ALUMINUM

	 CAP ID NO.	 NAD-30942 (6711)

	 PISTON ID NO.	 NAD-30940 (6890)

6.38

6.94 UNINF

3.81

15.75
5.89

1.05

6.50

APPLICATIONS:

HENDRICKSON TRUCK 59823-2

FREIGHTLINER / WESTERN STAR

	 CAP ID NO.	 NAD-30942 (6714)

	 PISTON ID NO.	 NAD-31336 (6888)

6.38

6.94 UNINF

3.81

15.75
5.12

1.05

6.50

APPLICATIONS:

HENDRICKSON TRUCK 64075-2

BLUE BIRD BUS

	 CAP ID NO.	 NBD-13938 (6700)

	 PISTON ID NO.	 NBD-13939 (6897)

5.5 UNINF.

5.46 DIA.

2.75

11.50
3.70

3/8-16 x
.50 DEEP

3.88 DIA.
TAPERED (127/95)

3/4-16 .75

APPLICATIONS:

LINK MANUFACTURING LTD 1102-0080

	 CAP ID NO.	 NAD-25400 (7066)

	 PISTON ID NO.	 NBD-11340 (7059)

APPLICATIONS:

PETERBILT 02-02031

FRONT AXLE AIR SPRING
(PRODUCTION 1989-1992) 	 CAP ID NO.	 NAD-30942 (6713)

	 PISTON ID NO.	 NAD-31336 (6888)

6.38

6.94 UNINF

3.81

15.75
5.12

1.05

6.50

APPLICATIONS:

HENDRICKSON TRUCK 60750-2

VOLVO / MACK

	 CAP ID NO.	 FIP-100913 (6975)

	 PISTON ID NO.	 FIP-100912 (6885)

4.72

19.20
5.79

7.6 UNINF.

7.13 DIA.
PUSH TO
CONNECT
AIR FITTING

6.28 DIA.

.75 APPLICATIONS:

PACCAR B81-6023

INDUSTRY-LEADING STEERING AXLE SUPPORT

ONLY FROM FIRESTONE

SAFE
Improved handling and stability of the 
truck/trailer unit via steering axle air 
suspension.

COMFORTABLE
Enhanced ride for truck driver as 
air springs absorb road and vehicle 
vibrations better than standard steel 
suspension.

EASY
Less maintenance, as air springs 
reduce overall wear and tear on the 
suspension and its components.

      3.20       Composite       4.90       Composite

      4.90       Composite

      5.50       Composite

      4.40       Aluminum       4.70       Composite


