











Pressed housing flange units
setscrew locking

SBPFL2

. Bolt .
Shaft Dia. Dimensions (rnm) Weight
(inch) Vel Beari Housing K
Unit No. d (mm) esnng X (kg)
. 0. .
(in.)| (mm) H J A A1 N L B S (in.) 0 (Ib)
SBPFL 201 12 81 63.5 14 4.0 7.5 59 22 6.0 M6 | SB201 PFL203 0.18
201-8 | X% 3.1890 25000 | 0.5512 0.1575 | 0.2953 2.3228 0.8661 0.2362 1/4 201-8 0.40
SBPFL 202 15 81 63.5 14 4.0 7.5 59 22 6.0 M6 | SB202 PFL203 0.17
2029 | % 3.1890 | 2.5000 23228 | 0.8661 0.2362 1/4 2029 7
. . 5512 ) . . . . .
202-10| 5 0.55 0.1575 | 0.2953 202-10 0.3
SBPFL203 17 81 63.5 14 4.0 7.5 59 22 6.0 M6 | SB203 PFL203 0.16
203-11 | ¥ 3.1890 | 25000 | 05512 | ({575 | 0.2953 | 2.3228 | 0.8661 0.2362 1/4 203-11 0.35
SBPFL204 20 90 715 16 4.0 9 67 25 7.0 M8 |SB204 PFL204 0.24
204-12| % 35433 | 2.8150 | 0.6299 | 0.1575 | 0.3543 | 2.6378 | 0.9842 | 0.2756 5/16 204-12 0.53
SBPFL 205 25 95 76 18 4.0 9 71 27 7.5 M8 | SB205 PFL205 0.30
205-14| % 205-14
205-15| %% 3.7402 | 29921 | 07087 | 0.1575 | 0.3543 | 2.7953 | 1.0630 | 0.2953 5/16 205-15 0.66
205-16| 1 205-16
SBPFL 206 30 113 90.5 19 5.0 11 84 30 8.0 M10 | SB206 PFL206 0.45
206-17 |1 %6 206-17
206-18 |1 % 206-18
206-19 | 1% 4.4488 | 3.5630 | 0.7480 | 0.1969 | 0.4331 3.3071 1.1811 0.3150 3/8 206-19 0.99
206-20 |1 X4 206-20
SBPFL 207 35 122 100 20 5.0 11 94 32 8.5 M10 | SB207 PFL207 0.59
207-20 (1 X 207-20
207-21 1% 4.8031 3.9370 | 07874 | 0.1969 | 0.4331 37008 | 1.2598 | 0.3346 3/8 20721 1.30
207-22 1 3% ’ ’ ’ ’ ' ' ’ ’ 207-22 ’
207-23 |1 %4 207-23
SBPFL 208 40 148 119 22 6.0 14 110 34 9.0 M12 | SB208 PFL208 0.84
208-2411 %% 5.8268 | 4.6850 | 0.8661 | 0.2362 | 0.5512 | 4.3307 | 1.3366 | 0.3543 1/2 208-24 1.85
208-25 (1% ' ' ’ ' ' ’ ’ ’ 208-25 )

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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STAINLESS STEEL MOUNTED BEARINGS

Our stainless steel mounted bearings have a lot of advantages such as self-aligning,
re-lubricating, good dust-proof and sealing, strong heat and corrosion-resistant
properties, mounting and dismounting conveniences as well as nice appearance.
They are widely used on chemical engineering machines, food machines and a
variety of mechanical transmission equipment. Our stainless steel mounted bearings
are designed scientifically, manufactured with advanced process and reliable in use.

__ Seal) {Grease fitting) 45° Standard
RUB+AISI 302 AIST 304
.Flinger)
AlSL 302 _ Duter Ring}
AR 440C
_ (Setscrew) (Ball)
AIST 420 AIST 440C
__laner Ring)
_ [Cage) AISD 440C
AISL 302
(Housing)

AlST 304
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Stainless Steel pillow block units
Stainless Steel inserts with setscrew locking

_ =
Iz
I
- I
. i
A
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. mm Bolt .
Shaft Dia. Dimensions (. h) Used Weight
, (inch) Bearing [Housing | (kg
Unit No. d (mm) N N °
iy Jmm| H | L J| A N[ N | H | H | s B | (n) o 0 (Ib)
SUCSP204 20 | 333 | 127 95 38 13 19 13 65 12.7 31.0 M10 |sucC 204 SP204 0.73
204-12| 24 1.3110 [ 5.0000 | 3.7402 | 1.4961 | 0.5118 | 0.7480 | 0.5118 | 2.5590 | 0.5000 |1.2205 3/8 204-12 1.6
SUCSP205 25 | 36.5 | 140 105 38 13 19 15 71 14.3 | 3441 M10 |SUC 205 SP205 0.91
205-16| 1 1.4370 | 5.5118 | 4.1338 | 1.4961 | 0.5118 | 0.7480 | 0.5906 | 2.7953 | 0.5630 |1.3425 3/8 205-16 2.0
SUCSP206 . 30 | 429 | 165 121 48 17 20 17 83 15.9 38.1 M14 |SUC 206 SP206 1.32
206-19(1 % 206-19
206-20(1 % 1.6890 | 6.4961 | 4.7638 [1.8898 | 0.6693 | 0.7874 | 0.6693 | 3.2677 | 0.6260 | 1.5000 | 9/16 206-20 29
SUCSP207 35 | 476 | 167 127 48 17 20 19 93 17.5 | 42.9 M14  |suc 207 SP207 1.72
207-201 4 207-20
207-22|1 34 207-22 a8
1.8740 | 6.5748 | 5.0000 | 1.8898 | 0.6693 | 0.7874 | 0.7480 | 3.6614 |0.6890 |1.6890 9/16 207-23 :
207-23|1 %
SUCSP 208 40 | 49.2 | 184 137 54 17 20 20 98 19.0 |[49.2 M14 |SUC 208 SP208 2.14
208-24(1 33 1.9370 | 7.2441 | 5.3937 | 2.1260 | 0.6693 | 0.7874 | 0.7874 | 3.8583 |0.7480 [1.9370 | 9/16 208-24 47
SUCSP 209 45 54.0( 190 146 54 17 20 20 106 19.0 | 49.2 M14 |SUC 209 SP209 2.45
209-28| 1 3; 2.1260| 7.4803 | 5.7480| 2.1260| 0.6693 | 0.7874 | 0.7874 | 4.1732| 0.7480 | 1.9730 9/16 209-28 5.4
SUCSP210 50 | 572 206 | 159 | 60 20 22 22 114 19.0 51.6 | Mi6 [SUC 210 SP210 3.10
210-31| 1%% 210-31
210-32| 2 2.2520| 8.1102 | 6.2598| 2.3622 | 0.7874 | 0.8661 | 0.8661 | 4.4882 | 0.7480 | 2.0315 5/8 210-32 6.8
SUCSP 211 55 | 63.5 219 171 60 20 22 22 125 22.2 556 | M16 |sucC 211 SP211 3.70
211-35 | 2 345 2500 | 8625 |6.7187 |2.3622 | 0.7874 | 0.8661 | 0.8661 | 4.9063 | 0.8740 | 2.1890 | s5/8 211-35 8.14
SUCSP 211 60 | 69.8 241 184 70 20 25 25 138 25.4 65.1 M16 |SuUC 212 SP212 4.90
211-35 |2 %45 2.7500| 9.5000 | 7.25002.7500] 0.7874 | 1.000 | 1.000 | 5.4375| 1.0000 | 2.5630 | 5/8 212-35 10.8

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Stainless Steel four bolt flange units
Stainless Steel insert with setscrew locking
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Bolt
. mm .
Shaft Dia. Dimensions E'nch)) Used Weight
I q 3
. Bearin Housin
(in.) | (mm) L J A2 A1 A N E S (in) 0. o. (Ib)
SUCSF 204 20 86 64 15 11 25.5 12 33.3 12.7 M10 |SUC204 SF204 0.61
204-120 23 3.3858 25197 0.5906 0.4331 1.0039 | 0.4688 1.3110 0.5000 3/8 204-12 1.3
SUCSF 205 25 95 70 16 13 27 12 35.8 14.3 M10 |suc205 SF205 0.82
205-16| 1 3.7402 2.7559 0.6299 0.5118 1.0630 | 0.4688 1.4094 0.5630 3/8 205-16 1.8
SUCSF 206 30 SUC206 SF206
206-19| 1% 108 83 18 13 31 12 40.2 159 | M10 20619 1.13
206-201 % 42520 | 3.2677 0.7087 0.5118 1.2205 | 0.4688 1.5827 0.6260 38 206-20 25
SUCSF 207 35 SUC 207 SF207
207-201 33 117 92 19 15 34 14 44.4 175 | M10 207-20 1.42
207-22/ 1 3% 207-22
46063 | 3.6220 | 07480 | 05906 | 1.3386 | 0.5469 | 1.7480 | 0.6890 38 3.1
207-23| 1% 207-23
SUCSF208 40 130 102 21 15 36 16 51.2 19.0 M12 |suc 208 SF208 1.87
208-24|4 14 5.1181 40157 | 08268 | 05906 | 1.4173 | 06299 | 2.0157 | 0.7480 1/2 208-24 4.1
SUCSF 209 45 137 105 22 16 38 16 52.2 19.0 M14 |SUC 209 SF209 2.15
209-28(1 3; 5.3937 | 4.1338 0.8661 0.6299 1.4961 | 0.6299 2.0551 0.7480 9/16 209-28 4.7
SUCSF 210 SuC 210 SF210
50 143 111 22 16 40 16 54.6 19.0 M14 2.45
210-31| 1% 210-31
210-32| o 5.6299 | 4.3701 0.8661 0.6299 1.5748 | 0.6299 2.1496 0.7480 9/16 210-32 5.4
SUCSF211 55 162 130 25 18 43 19 58.4 222 M16 |SUC 211 SF211 3.40
211-35/2 %% 6.3780 5.1181 0.9842 0.7087 1.6929 | 0.7500 2.2992 0.8740 5/8 211-35 7.5
SUCSF212 60 175 143 29 18 48 19 68.7 25.4 M16 [SUC212 SF212 417
212-39| 2 % 6.8898 5.6299 1.1417 0.7087 1.8898 | 0.6693 2.7047 1.0000 5/8 212-39 9.2

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Stainless Steel two bolt flange units

Stainless Steel insert with setscrew locking

- 1 I
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— — — ———————————— ]
Shaft Dia. Dimensions EEEL)) LIJBOIL Weight
se : .
Unit No. d (mm) Besrlng Housing (kg)
i) mm)| H J L | A2 | At | A N E | S | (n) & A (Ib)
SUCSFL204 20 | 113 90 60 15 11 255 12 333 | 127 | M10 |suC204 SFL204 0.52
204-12 A 4.4488 | 3.5433 | 2.3622 | 0.5906 | 0.4331| 1.0039 | 0.4724 1.3110 | 0.5000 3/8 204-12 1.1
SUCSFL205 25 130 99 68 16 13 27 16 358 | 143 | M14 |SUC205 SFL205 0.64
205-16] 1 5.1181 3.8976 | 2.6772 | 0.6299 | 0.5118 | 1.0630 | 0.6299 1.4094 | 0.5630 9/16 205-16 1.4
SUCSFL206 30 | 148 | 117 80 18 13 31 16 | 402 | 159 | mia |SUC208 SFL206 0.93
206-19 134 206-19
5.8268 | 4.6063 | 3.1496 | 0.7087 | 0.5118 | 1.2205 | 0.6299 1.5827 | 0.6260 9/16 2.0
206-20(1 1, 206-20
SUCSFL207 SuUC 207 SFL207
207-20|1 % | 35 161 130 90 19 16 34 16 444 | 175 | M14 207-20 1.20
207-22( 1 3/5 6.3386 | 5.1181 3.5433 | 0.7480 | 0.6299 | 1.3386 | 0.6299 1.7480 | 0.6890 9/16 207-22 2.6
207-23| 1% 207-23
SUCSFL208 40 | 175 144 100 21 16 36 16 512 | 19.0 | M14 |SUC 208 SFL208 1.59
208-24/ 1 1/2 6.8898 | 5.6693 | 3.9370 | 0.8268 | 0.6299 | 1.4173 | 0.6299 | 2.0157 | 0.7480 9/16 208-24 3.5
SUCSFL209 45 188 148 108 22 16 38 16 522 | 19.0 | M14 |SUC209 SFL209 1.84
209-28| 1 3/4 7.4016 | 5.8268 | 4.2520 | 0.8661 0.6299 | 1.4961 | 0.6299 2.0551 | 0.7480 9116 209-28 41
SUCSFL210 50 | 197 | 157 115 22 16 40 19 546 | 19.0 | M14 |SUC210 SFL210 2.15
- 15 "
210-31) 1 76 7.7559 | 6.1811 4.5276 | 0.8661 0.6299 | 1.5748 | 0.7480 2.1496 | 0.7480 9/16 210-31 4.7
210-32| 2 210-32

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Thermoplastic pillow block units
Stainless Steel insert with setscrew locking

Shaft Dia. Dimensions (mm) UBOItd Weight
. (inch) S€0 | Bearing | Housing (kg)
Unit No. d (mm) N N S
(i) [(mm| H L J A N | No | Ho | Ho | S B |(in) 0 0- (Ib)
SUCTP204 20 | 333 | 127 95 38 1 14 14 65 |127 |31.0 |M10 |suc204 TP204 0.30
204-12| 34 1.3110 | 5.0000 | 3.7402 | 1.4961 | 0.4375 | 0.5512 | 0.5512 | 2.5590 | 0.5000 [1.2205 3/8 204-12 0.66
SUC205 TP205
SUCTP205 25 | 365 | 140 | 105 | 38 | 11 14 14 | 71 |143 |841 |m10 0.36
20514 | % 205-14 0.8
1.4370 | 5.5118 | 4.1338 | 1.4961 | 0.4375 | 0.5512 | 0.5512 [ 2.7953 |0.5630 |1.3425 | 38 -
205-16 | 1 205-16
SUCTP206 30 SUC 206 TP206
429 18 18 83 |159 |38.1 M12
206-18 |1 1 163 | 119 46 14 20618 0.54
206-19 155 16890 | 6.4173 | 4.6850 | 1.8110 | 0.5512 | 0.7087 | 0.7087 | 3.2677 [0.6260 |1.5000 | 7116 206-19 1.2
206-20 |1 4 206-20
SUCTP207 35 suc207 | TP207
207-20 |1 1, 207-20
207-21 |1%%6 476 | 167 | 127 | 48 14 18 18 93 |175 |429 M12 207-21 0.77
207-22 |1 3% 1.8740 | 6.5748 |5.0000 | 1.8898 | 0.5512 | 0.7087 | 0.7087 | 3.6614 |0.6890 |[1.6890 | 7/16 207-22 1.7
207-23 |1% 207-23
SUCTP208 40 | 492 | 184 | 137 | 54 14 18 20 98 |[19.0 |49.2 M12 |SUC208 TP208 1.0
208-24 |1 15 1.9370 | 7.2441 | 5.3937 |2.1260 | 0.5512 | 0.7087 | 0.7874|3.8583 |0.7480 [1.9370 | 7/16 208-24 22

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Thermoplastic four bolt units

Stainless Steel inserts with setscrew locking

4-N

|
|
|-
Bolt
Shaft Dia. Dimensions Eir]r:g;l)) Used Weight
. Bearin Housin
Unit No. d (mm) 9 N 91 (ka)
0. 0.
(n)[(mm)| L J A2 A1 A N E S (in.) (Ib)
SUCTF204 20 86 64 18 13 27.8 1 36.3 12.7 M10 [SUC 204 TF204 0.32
204-12| % 3.3858 | 25197 | 07087 | 0.5118 | 1.0945 | 0.4331 1.4291 | 0.5000 3/8 204-12 0.70
SUCTF205 25 SUC205 TF205
95 70 17 135 28 1 36.8 14.3 M10 0.36
205-14| % 205-14
3.7402 2.7559 | 0.6693 0.5315 | 1.1024 | 0.4331 1.4488 | 0.5630 3/8 0.8
205-16| 1 205-16
SUCTF206 SUC 206 TF206
206-18|1 3 | 30 108 83 19.2 14 315 1 414 15.9 M10 206-18 0.5
206-19| 1% 4.2520 | 3.2677 | 0.7559 | 05512 | 1.2402 | 04331 | 16299 | 0.6260 3/8 206-19 1.1
206-20|1 14 206-20
SUCTF207 35 suc 207 TF207
207-20/1 } 207-20
174 18 92 215 15.5 34.8 13 46.9 17.5 M12 0.77
207-21|1%% 207-21
207-22(1% 46063 | 36220 | 0.8465 | 06102 | 1.3700 | 0.5118 | 1.8465 | 06890 | 7/16 207-22 1.70
207-23(17%4 207-23
SUCTF208 40 130 102 23 17 375 14 53.2 19.0 M12 |suc 208 TF208 1.0
208-24(1 1 51181 | 4.0157 | 0.9055 | 0.6693 | 1.4767 | 0.5512 | 2.0945 | 07480 | 7/16 208-24 2.2

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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RB l Thermoplastic two bolt flange units
“ BN Stainless Steel inserts with setscrew locking

Shaft Dia. Dimensions (T“m) el Weight
; (inch) Used| Bearing | Housing (kg)
Unit No. d (mm) No No
(in.)| (mm) H J L A2 A1 A N E S (in.) : : (Ib)
SUCTFL 204 20 | 13 | 90 64 | 154 114 | 265 | 1 | 33.7 | 127 | M10 | SUC 204 TFL204 | 0.23
204-12| 24 4.4488 | 3.5433 | 2.5197 | 0.6063 | 0.4488 | 1.0433 | 0.4331 | 1.3268 | 0.5000 | 3/8 204-12 0.51
SUCTFL 205 25 130 99 69 17 13.5 291 1 36.8 | 143 M10 | SUC 205 TFL205 0.32
205-14| % 205-14
51181 | 3.8976 | 2.7165 | 0.6693 | 0.5315| 1.1457 | 0.4331 | 1.4488 | 0.5630 | 3/8 0.7
205-16| 1 205-16
SUCTFL 206 30 | 148 | 117 80 19 | 435 | 305| M 412 | 159 | M10 | SUC 206 TFL206 05
206-18| 1 1 206-18
206-19 |1 34 5.8268 | 4.6063 | 3.1496 | 0.7480 |0.5315 | 1.2001 | 0.4331 | 1.6220 | 0.6260 | 3/8 206-19 1.1
206-20 (|1 X4 206-20
SUCTFL 207 35 SuUC 207 TFL207
207-20(1 3, 164 | 180 | 90 | 18 | 164 | 32.8 | 13 | 434 | 175 | M0 207-20 0.68
207-21|1%6 207-21
207-22|1 3 6.4567 | 5.1181 | 3.5433 | 0.7087| 0.6339| 1.2913 | 0.5118 | 1.7087 | 0.6890 | 3/8 207-22 1.5
207-23 1% 207-23
SUCTFL 208 40 176 144 100 215 20 375 14 51.7 | 19.0 | M12 | SUC 208 TFL208 0.91
208-24 |1 %2 6.8898 | 5.6693 | 3.9370 | 0.8465 | 0.7874 | 1.4764 | 0.5512 | 2.0354 |0.7480 | 1/2 208-24 20

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Thermoplastic tapped base pillow block unit

Stainless Steel insert with setscrew locking

SUCTPA2

t\
- — -
o

S

i

a mm q
Shaft Dia. Dimensions Einch)) Weight
Bearing |Housin
Unit No. d earing |Housing | (kg)
No. No. b
(in)[(mm) H L J A Hi Hz F S B N (Ib)
SUCTPA204 20 | 333 73 50.8 | 35 1 66 13 12.7 31.0 M10 SuUC204 | TPA204 | 0.31
204-12 A 1.3110 | 2.8740 | 2.0000 | 1.3780 | 0.4331 | 2.5984 | 0.5118 | 0.5000 | 1.2205 5/16-18 204-12
SUCTPA205 25 | 365 76 | 50.8 40 12 74 15 14.3 | 344 M10 suc205 | TPA205 | (.36
205-14| Z 205-14
205-16| 1 14370 | 2.9921 | 2.0000 | 15748 | 0.4724 | 29133 | 0.5906 | 0.5630 | 1.3425 | 5/16-18
205-16
SUCTPA206 30 | 429 101 76.2 43 12 84 18 159 | 38.1 M10 SuC 206 |TPA206 | 0.57
206-18 | 1 % 206-18
206-19 | 134 1.6890 | 3.9764 | 3.0000 | 16930 | 0.4724 | 3.3071 | 0.7087 | 0.6260 | 1.5000 | 5/16-18 206-19
206-20 |1 X4 206-20
SUCTPAZ207 35 | 476 110 | 82.6 48 13 95 20 175 | 429 M10 SUC 207 | TPA207 | 0.82
207-20 |1 24 207-20
207-21 | 1% 207-21
207-22 13/8 1.8740 4.3307 | 3.2500 1.8898 0.5118 | 3.7402 | 0.7874 0.6890 | 1.6890 5/16-18 207-22
207-23 |17 207-23
SUCTPA208 40 | 492 | 420 88.9 48 13 101 20 19.0 | 49.2 M12 SUC 208 |TPA208 | 0.92
1 208-24
208-24 |12 19370 | 47244 | 3.5000 | 1.8898 | 0.5118 | 4.0000 | 0.7874 | 0.7480 | 1.9370 | 7/16-14

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Thermoplastic three-bolt flange bracket units

A Stainless Steel insert with set screw locking

SUCTFB2

Shaft Dia. Dimensions (mn;) 2ol Weight
. (inch) Used| Bearing |Housing (kg)
Unit No. d (mm)| N
@n)fmm) He [ L | P | H| J |T | H | A | A| A|lN|E/| S| (n 0- 0| (b)
SUCTFB 204 20 | 108 64 62 | 433 | 381 | 22.2| 52 127 1 26 10 | 333 15 M8 |SUC 204 TFB204 | 0.31
204-12| 34 4.2520 | 2.5197| 2.4409| 1.7047|1.5000 | 0.8740 | 2.0472| 0.5000 | 0.4331 | 1.0236 | 0.3937|1.3110| 0.5906 | 5/16 204-12 0.68
SUCTFB 205 25 121 70 64 46 413 | 286| 52 |14.3 1" 34 10 | 408 | 21 M8 SUC 205 TFB205 | 0.36
205-14| 74 205-14
47638 2.7559 | 2.5197| 1.8110 | 1.6250(1.1260 | 2.0472| 0.5630 | 0.4331| 1.3386 | 0.3937| 1.6063| 0.8268| 5/16 0.80
205-16| 1 205-16
SUCTFB 206 30 137 | 83 76 524 | 476| 31.8| 55 | 159 13 32 10 [41.2 19 M8 |sucC 206 TFB206 | 0.57
206-18(1 % 206-18
206-19| 134, 5.3937 | 3.2677|2.9921|2.0630 | 1.8740/1.2520 | 2.1654| 0.6260| 0.5118 | 1.2600|0.3937| 1.6220| 0.7480 | 5/16 206-19 1.25
206-20|1 X4 206-20
SUCTFB 207 35 | 156 95 89 60.3 | 50.8 | 31.8 62 17.5 16 37 13 464 | 21 M12 [SUC 207 TFB207 | 0.68
207-20(1 X4 207-20
207-21| 1% 207-21
207-22|1 % 6.1417 | 3.7402 | 3.5039 | 2.3740 | 2.0000| 1.2520 | 2.4409| 0.6890 | 0.6299 |1.4567 | 0.5118 | 1.8268 | 0.8268 207-22 1.50
207-23|17% 207-23

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Stainless Steel insert bearing
set screw locking

f—

SucC

RBIS

S . . (mm) Basic load _
Bearing aft Dia. Dimensions (inch) raél’r\]gs Weight
N d (KN) (k)
° in)[mm)| D B c 3 St G h ds cr | cor | (b)

SUC201 12 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.21
201-8 pA 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.46

sSuc202 15 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.19
202-9 EL
202-10 5 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.42

SuUC203 17 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.18
203-11 Wi 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.40

SuUC204 20 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.16
204-12 B 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.35

SUC205 25 52 34.1 17 14.3 19.8 5.5 4.2 M6X0.75 | 14.0 7.8 0.21
205-14 %

205-15 A 2.0472 1.3425 0.6693 0.5630 0.7795 0.2165 0.1654 1/4-28UNF 0.46
205-16 1
SuUC206 30 62 38.1 19 15.9 222 6.0 4.8 M6X0.75 | 19.4 11.2 0.32
206-17 1%
206-18 1%
206-19 1% 2.4409 1.5000 0.7480 0.6260 0.8740 0.2362 0.1890 1/4-28UNF 0.70
206-20 1%
SuC207 35 72 429 20 17.5 25.4 6.5 5.4 M8X1 25.6 15.2 0.47
207-20 |1}
207-21 1%
207-22 1% 2.8346 1.6890 0.7874 0.6890 1.0000 0.2559 0.2126 5/16-24UNF 1.04
207-23 1%

SuUC208 40 80 49.2 21 19.0 30.2 8.0 5.9 M8X1 326 19.8 0.64
208-24 |1 % 3.1496 1.9370 0.8268 0.7480 1.1890 0.3150 0.2323 5/16-24UNF 1.41
208-25 1% .

SUC 209 45 85 49.2 22 19.0 30.2 8.0 6.1 M8X1 327 | 204 0.68
209-26 1%

209-27 1% 3.3464 1.9370 0.8661 0.7480 1.1890 0.3150 0.2402 5/16-24UNF 1.50
209-28 1%

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts
set screw locking

UC2

(mm) Basic load
Beari Shaft Dia. Dimensions (inch) ratings Weight
earin
s d (X2) (kg)
No. b
(in.)| (mm) D B C S S1 G h ds Cr Cor (Ib)
UC 201 12 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.21
201-8 BA 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.46
uc202 15 47 31.0 17 12.7 18.3 5.0 40 M6X0.75 | 12.8 6.6 0.19
202-9 Y6
202-10 P 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.42
- 8
uC203 17 47 31.0 17 12.7 18.3 5.0 40 M6X0.75 | 12.8 6.6 0.18
203-11 Wie 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.40
uC204 20 47 31.0 17 12.7 18.3 5.0 4.0 M6X0.75 | 12.8 6.6 0.16
204-12 % 1.8504 1.2205 0.6693 0.5000 0.7205 0.1968 0.1575 1/4-28UNF 0.35
UC 205 25 52 34.1 17 14.3 19.8 55 4.2 M6X0.75 | 14.0 7.8 0.21
205-14 %
205-15 £ 2.0472 1.3425 0.6693 0.5630 0.7795 0.2165 0.1654 1/4-28UNF 0.46
205-16 | 1
UC 206 30 62 38.1 19 15.9 222 6.0 4.8 M6X0.75 | 19.4 | 11.2 0.32
206-17 1M
206-18 1%
206-19 |1 2.4409 1.5000 0.7480 0.6260 0.8740 0.2362 0.1890 1/4-28UNF 0.70
= 16
206-20 14
uc207 35 72 42.9 20 17.5 25.4 6.5 5.4 M8X1 256 | 15.2 0.47
207-20 14
207-21 1%
20722 1% 2.8346 1.6890 0.7874 0.6890 1.0000 0.2559 0.2126 | 5/16-24UNF 1.04
207-23 1%
UC208 40 80 49.2 21 19.0 30.2 8.0 5.9 M8X1 326 | 19.8 0.64
208-24 1%
3.1496 1.9370 0.8268 0.7480 1.1890 0.3150 0.2323 | 5/16-24UNF :
208-25 | 1% 141
UC 209 45 85 49.2 22 19.0 30.2 8.0 6.1 M8X1 327 | 204 0.68
209-26 1%
209-27 1% 3.3464 1.9370 0.8661 0.7480 1.1890 0.3150 0.2402 5/16-24UNF 1.50
209-28 13

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Bearing inserts
set screw locking

UC2

RBIS

; (mm) Basic load :
) Shaft Dia. Dimensions (inch) ratings Weight
Bearing di (KN) (kg)
No. (|b)
@(in)[(mm)| D B Cc S Si G h ds Cr Cor
uc210 50 20 51.6 24 19.0 32.6 9.0 6.5 M10X1.25 35.0 23.1 0.81
210-30 1%
210-31 1% 3.5433 2.0315 0.9449 0.7480 1.2835 0.3543 0.2559 3/8-24UNF 1.78
210-32 2
UC 211 55 100 55.6 25 222 33.4 9.0 71 M10X1.25 43.3 29.2 1.12
211-32 2
211-34 2% 3.9370 2.1890 0.9842 0.8740 1.3150 0.3543 0.2795 3/8-24UNF 2.47
211-35 2 %
uc 212 60 110 65.1 27 25.4 39.7 10.5 7.6 M10X1.25 47.7 32.9 1.53
212-36 [2X
212-37 | 2%
212.38 23 4.3307 2.5630 1.0630 1.0000 1.5630 0.4134 0.2992 | 3/8-24UNF 3.37
212-39 2%
uc 213 65 120 65.1 28 25.4 39.7 12.0 8.5 M10X1.25 57.2 40.0 1.86
213-40 |2% 4.7244 2.5630 1.1024 1.0000 1.5630 0.4724 0.3346 | 3/8-24UNF 4.10
uc 214 70 125 74.6 30 30.2 44.4 12.0 8.9 M12X1.5 62.2 44.0 2.05
214-43 | 2%
4.9212 2.9370 1.1811 1.1890 1.7480 0.4724 0.3504 | 1/2-20UNF 4.52
214-44 | 234
uc 215 75 130 77.8 32 33.3 445 12.0 9.0 M12X1.5 66.1 49.5 2.21
215-46 |2 %
215-47 | 2% 5.1181 3.0630 1.2508 1.3110 1.7520 0.4724 0.3543 | 1/2-20UNF 4.87
215-48 3
uC 216 80 140 82.6 33 33.3 49.3 14.0 9.0 M12X1.5 725 53.0 2.79
55118 3.2520 1.2992 1.3110 1.9409 0.5512 0.3543 | 1/2-20UNF 6.14
uc 217 85 150 85.7 35 34.1 51.6 14.0 10.0 M12X1.5 83.5 64.0 3.38
217-52 3% 5.9055 3.3740 1.3780 1.3425 2.0315 0.5512 0.3937 1/2-20UNF 7.44
uc218 90 160 96.0 37 39.7 56.3 15.0 10.5 M12X1.5 96.0 71.5 4.45
218-56 3% 6.2992 3.7795 1.4567 1.5630 2.2165 0.5906 0.4134 | 1/2-20UNF 9.80

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




IRBIN

70

Bearing inserts
set screw locking

; Shaft Dia. Dimensions ((:::2) Basic load ratings | yyejght
Be;zng d KN (kg)
. (in.)| (mm) D B C S S1 G h ds Cr Cor (Ib)
UCX05 25 62 38.1 19 15.9 22.2 6.0 4.8 MBX0.75 19.4 1.2 0.39
X05-16 1 2.4409 1.5000 0.7480 0.6260 0.8740 0.2362 0.1890 1/4-28UNF 0.86
UCX06 30 72 429 20 17.5 25.4 6.5 5.4 M8X1 25.6 15.2 0.58
X06-19 |[13%
X06-20 |13 28346 | 16890 | 07874 | 06890 | 1.0000 | 02559 | 0.2126 | 5/16-24UNF 1.28
ucxo7 35 80 49.2 21 19.0 30.2 8.0 5.9 M8X1 32.6 19.8 0.75
X07-22 |13
X07-23 |17 3.1496 | 19370 | 08268 | 07480 | 1.1890 | 0.3150 | 02323 | 5/16-24UNF 1.65
UCX08 40 85 49.2 22 19.0 30.2 8.0 6.1 M8X1 32.7 20.4 0.83
X08-24 |1} 3.3464 | 19370 | 08661 | 07480 | 1.1890 | 03150 | 02402 | 5/16-24UNF 1.83
UCX09 45 90 51.6 24 19.0 32.6 9.0 6.5 M10X1.25 35.0 23.1 0.95
X09-27 |14
X09-28 | 1% 35433 | 20315 | 09449 | 07480 | 1.2835 | 03543 | 02559 | 3/8-24UNF 2.09
UCX10 50 100 55.6 25 222 33.4 9.0 7.1 M10X1.25 433 29.2 1.29
X10-31 156
1032 | 2 39370 | 21890 | 09842 | 08740 | 13150 | 03543 | o795 | 3/8-24UNF 284
UCX11 55 110 65.1 27 25.4 39.7 10.5 7.6 M10X1.25 47.7 329 1.80
X11-35 | 2%
X136 | 2% 43307 | 25630 | 1.0630 | 1.0000 | 15630 | 0.4134 | 02992 | 3/8-24UNF 3.96
ucxi12 60 120 65.1 28 25.4 39.7 12.0 8.5 M12X1.5 57.2 40.0 2.05
X12-38 234
X12.39 | 2% 47244 | 25630 | 11024 | 1.0000 | 15630 | 04724 | 03346 | 1/2-20UNF 452
Ucxi3 65 125 74.6 30 30.2 44.4 12.0 8.9 M12X1.5 62.2 44.0 2.52
X13-40 2 1/2 4.9212 2.9370 1.1811 1.1890 1.7480 0.4724 0.3504 1/2-20UNF 5.6
UCxi4 70 130 77.8 32 333 445 12.0 9.0 M12X1.5 66.1 49.5 2.74
X14-44 |23 51181 | 3.0630 | 1.2598 | 13110 | 17520 | 04724 | 03543 | 1/2-20UNF 6.03
Ucxis 75 140 82.6 33 33.3 49.3 14.0 9.0 M12X1.5 725 53.0 3.41
X15-47 |2'%
X15-48 | 3 55118 | 3.2520 | 1.2992 | 13110 | 19409 | 05512 | 03543 | 1/2-20UNF 7.51
UCX16 80 150 85.7 35 34.1 51.6 14.0 10.0 M12X1.5 83.5 64.0 3.87
5.9055 3.3740 1.3780 1.3425 2.0315 0.5512 0.3937 1/2-20UNF 8.52
ucxi17 85 160 96.0 37 39.7 56.3 15.0 10.5 M12X1.5 96.0 715 5.03
X17-52 | 3% 62992 | 3.7795 | 14567 | 15630 | 22165 | 05906 | 0.4134 | 1/2-20UNF 11.08
X17-55 | 3%
ucxi18 90 170 104.0 40 429 61.1 16.0 12.0 M14X15 | 110.3 825 5.99
X18-56 | 3% 6.6920 | 40945 | 15748 | 1.6890 | 24055 | 06299 | 04724 | 1/2-20UNF 13.19
UCX20 .. | 100 | 190 117.5 43 49.2 68.3 18.0 135 M16X15 | 133.2 104.8 8.57
X20-63 |37%
X20-64 | 4 74803 | 46260 | 1.6929 | 19370 | 26890 | 07087 | 05315 | 1/2-20UNF 18.88

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Bearing inserts
set screw locking

ucs3

RBIS

Shaft Dia. Dimensions (mm) Basic load ratings | Weight
Bearing (inch) KN k
d (kg)
No.
@)[mm)| D B c s S1 G h ds cr Cor (Ib)
UC305 25 62 38 22 15 23 6 6.2 M6X0.75 22.4 1.5 0.45
305-14 | %
305-15 | 2.4409 1.4961 0.8661 0.5906 0.9055 0.2362 0.2441 1/4-28UNF 0.99
16
305-16 1
UC306 30 72 43 24 17 26 6 6.5 M6X0.75 28.1 15.8 0.56
306-17 |1Y4
306-18 |1
306-19 |12 2.8346 1.6929 0.9449 0.6693 1.0236 0.2362 0.2559 | 1/4-28UNF 1.23
= 16
306-20 |1 %
uCc307 35 80 48 26 19 29 8 7.2 M8X1 33.4 19.2 0.71
307-20 Y
307-21 |1%6
30722 1% 3.1496 1.8898 1.0236 0.7480 1.1417 0.3150 0.2835 | 5/16-24UNF 1.56
307-23 1%
uCca308 40 90 52 28 19 33 10 8.5 M10X1.25 40.7 24.0 1.00
308-24 |11
30825 1% 3.5433 2.0472 1.1024 0.7480 1.2992 0.3937 0.3346 | 3/8-24UNF 2.20
= 16
uc309 45 100 57 30 22 35 10 9.0 M10X1.25 52.8 31.8 1.33
309-26 |1%
309-27 |1%s 3.9370 2.2441 1.1811 0.8661 1.3780 0.3937 0.3543 | 3/8-24UNF 2.93
309-28 |13
uc310 50 110 61 32 22 39 12 9.9 M12X1.5 61.8 379 1.69
310-30 (1%
310-31 [1%% 4.3307 2.4016 1.2598 0.8661 1.5354 0.4724 0.3898 1/2-20UNF 3.72
310-32 2
UC311 55 120 66 34 25 41 12 10.6 M12X1.5 71.6 44.8 1.90
311-32 2
31134 2% 47244 25984 1.3386 0.9842 1.6142 0.4724 0.4173 | 1/2-20UNF 418
311-35 |2%
uc312 60 130 71 36 26 45 12 1.3 M12X1.5 81.8 51.8 2.60
312-36 |2 %
312-37 |2 3,
31238 |2 % 5.1181 27953 1.4173 1.0236 1.7716 0.4724 0.4449 | 1/2-20UNF 5.73
312-39 |2%

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts
B set screw locking

SB2

. (mm) Basic load .
Bear Shaft Dia. Dimensions e ratings Weight
earing d (KN) (kg)
No. (Ib)
(in.) | (mm) D B C S h G ds Cr Cor
SB201 12 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 4.7 0.10
201-8 A 1.5748 0.8661 0.4724 0.2362 0.1338 0.1575 10-32UNF 0.22
SB202 15 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 47 0.09
202-9 Y
202-10 | 5 1.5748 0.8661 0.4724 0.2362 0.1338 0.1575 10-32UNF 0.20
SB203 17 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 4.7 0.08
203-11 Mo 15748 0.8661 0.4724 0.2362 0.1338 0.1575 10-82UNF 0.18
SB204 20 47 25 14 7.0 4.0 5.0 M6X0.75 12.8 6.6 0.13
204-12 % 1.8504 0.9842 0.5512 0.2756 0.1575 0.1968 1/4-28UNF 0.27
SB205 25 52 27 15 7.5 4.2 55 M6X0.75 14.0 7.8 0.17
205-14 %
205-15 S 2.0472 1.0630 0.5906 0.2953 0.1654 0.2165 1/4-28UNF 0.37
205-16 1
SB206 30 62 30 16 8.0 4.8 6.0 M6X0.75 19.4 1.2 0.26
206-17 |14
206-18 |1 X%
206-19 |13 2.4409 1.1811 0.6299 0.3150 0.1890 0.2362 1/4-28UNF 0.57
206-20 |1 %
SB207 35 72 32 17 8.5 5.4 6.5 M8X1 25.6 15.2 0.38
207-20 |12
207-21 1%
207-22 |1% 2.8346 1.2598 0.6693 0.3346 0.2126 0.2559 5/16-24UNF 0.84
207-23 |1%4s
SB208 40 80 34 18 9.0 59 8.0 M8X1 32.6 19.8 0.50
208-24 |13
208-25 | 1% 3.1496 1.3386 0.7087 0.3543 0.2323 0.3150 | 5/16-24UNF 1.10
B 16

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Bearing inserts
set screw locking

RBIS

S
G| 2ds
. 4//_
B
e T s
C
Basic load
i . . mm .
Beari Shaft Dia. Dimensions ((inch)) ratings Weight
earing J (KN) (kg)
No. (Ib)
(in.)| (mm) D B C S h G ds Cr Cor
SBB201 12 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 4.7 0.10
201-8 % 1.5748 0.8661 0.4724 0.2362 0.1338 0.1575 10-32UNF 0.22
SBB 202 15 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 4.7 0.09
202-9 e
202-10 | % 1.5748 0.8661 0.4724 0.2362 0.1338 0.1575 10-32UNF 0.20
SBB 203 17 40 22 12 6.0 3.4 4.0 M5X0.8 9.5 4.7 0.08
203-11 M 1.5748 0.8661 0.4724 0.2362 0.1338 0.1575 10-32UNF 0.18
SBB 204 20 47 25 14 7.0 4.0 5.0 M6X0.75 12.8 6.6 0.13
204-12 % 1.8504 0.9842 0.5512 0.2756 0.1575 0.1968 1/4-28UNF 0.27
SBB205 25 52 27 15 7.5 4.2 55 M6X0.75 14.0 7.8 0.17
205-14 %
205-15 e 2.0472 1.0630 0.5906 0.2953 0.1654 0.2165 1/4-28UNF 0.37
205-16 | 1
SBB 206 30 62 30 16 8.0 4.8 6.0 M6X0.75 19.4 11.2 0.26
206-17 |14
206-18 |1 X%
206-19 |13 2.4409 1.1811 0.6299 0.3150 0.1890 0.2362 1/4-28UNF 0.57
206-20 |14
SBB 207 35 72 32 17 8.5 5.4 6.5 M8X1 25.6 15.2 0.38
207-20 |1
207-21 1%
207-22 1% 2.8346 1.2598 0.6693 0.3346 0.2126 0.2559 | 5/16-24UNF 0.84
207-23 (174
SBB 208 40 80 34 18 9.0 5.9 8.0 M8X1 32.6 19.8 0.50
208-24 |11
208-25 % 3.1496 1.3386 0.7087 0.3543 0.2323 0.3150 | 5/16-24UNF 1.10

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts with snap ring
setscrew locking
C

‘-—B—-t-l
; (mm) Basic load
: Shaft Dia. Dimensions . ratings Weight
Bearing (inch) KN
No d (KN) (kg)
’ (in.) | (mm) D B C S a b P G h ds Cr Cor (Ib)
ER201 12 47 31.0 16 12.7 2.38 1.07 525 5.0 4.0 M6X0.75 12.8 6.6 0.22
201-8 % 1.8504 | 1.2205 | 0.6299 | 0.5000 | 0.0937 | 0.0421 | 2.0669 | 0.1968 | 0.1575 | 1/4-28UNF 0.48
ER202 15 47 31.0 16 12.7 2.38 1.07 52.5 5.0 4.0 M6X0.75 12.8 6.6 0.22
202-9 Y
202-10 s 1.8504 | 1.2205 | 0.6299 | 0.5000 | 0.0937 | 0.0421 | 2.0669 | 0.1968 | 0.1575 | 1/4-28UNF 0.48
- 8
ER203 17 47 31.0 16 12.7 2.38 1.07 52,5 5.0 4.0 M6X0.75 12.8 6.6 0.22
203-11 Wi 1.8504 | 1.2205 | 0.6299 | 0.5000 | 0.0937 | 0.0421 | 2.0669 | 0.1968 | 0.1575 | 1/4-28UNF 0.48
ER204 20 47 31.0 16 12.7 2.38 1.07 52,5 5.0 4.0 M6X0.75 12.8 6.6 0.21
204-12 % 1.8504 | 1.2205 | 0.6299 | 0.5000 | 0.0937 | 0.0421 | 2.0669 | 0.1968 | 0.1575 | 1/4-28UNF 0.46
ER205 25 52 34.1 19 14.3 2.38 1.07 57.7 55 4.5 M6X0.75 14.0 7.8 0.27
205-14 %
205-15 D 2.0472 | 1.3425 | 0.7480 | 0.5630 | 0.0937 | 0.0421 | 2.2716 | 0.2165 | 0.1772 | 1/4-28UNF 0.59
205-16 1
ER206 30 62 38.1 22 15.9 3.18 1.65 67.5 6.0 5.5 M6X0.75 194 1.2 0.39
206-17 | 1%
206-18 | 15
206-19 | 12 2.4409 | 1.5000 | 0.8661 | 0.6260 | 0.1252 | 0.0650 | 2.6575 | 0.2362 | 0.2165 | 1/4-28UNF 0.86
= 16
206-20 | 124
ER207 35 72 42.9 24 17.5 3.18 1.65 78.4 6.5 6.5 M8X1 25.6 15.2 0.63
207-20 | 124
207-21 | 1%
207-22 | 1% 2.8346 | 1.6890 | 0.9449 | 0.6890 | 0.1252 | 0.0650 | 3.0866 | 0.2559 | 0.2559 |5/16-24UNF 1.39
207-23 | 1%
ER208 40 80 49.2 28 19.0 3.18 1.65 86.4 8.0 8.0 M8X1 32.6 19.8 0.81
208-24 | 11
9 3.1496 | 1.9370 | 1.1024 | 0.7480 | 0.1252 | 0.0650 | 3.4016 | 0.3150 | 0.3150 |5/16-24UNF 1.78
208-25 | 1%
ER209 45 85 49.2 28 19.0 3.18 1.65 91.4 8.0 8.0 M8X1 32.7 20.4 0.90
209-26 | 1%
209-27 | 1% 3.3464 | 1.9370 | 1.1024 | 0.7480 | 0.1252 | 0.0650 | 3.5984 | 0.3150 | 0.3150 |5/16-24UNF 1.98
209-28 | 134
ER210 50 90 51.6 28 19.0 3.18 2.41 96.3 9.0 6.5 M10X1.25 | 35.0 23.1 0.98
210-30 %
210-31 | 1%% 3.5433 | 2.0315 | 1.1024 | 0.7480 | 0.1252 | 0.0949 | 3.7913 | 0.3543 | 0.2559 | 3/8-24UNF 2.16
210-32 2

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Bearing inserts with snap ring
setscrew locking
C

RBIS

(mm) Basic load ;
S Shaft Dia. Dimensions (inch) ratings Weight
5 C e (KN) (kg)
0.
(in)[(mm)| D B C S a b P G h ds Cr Cor (Ib)
ER 211 55 100 55.6 30 22.2 3.18 2.41 106.3 9.0 7.5 M10X1.25 | 43.3 29.2 1.41
211-32| 2
211-34| 2 % 3.9370 | 2.1890 | 1.1811 | 0.8740 | 0.1252 | 0.0949 | 4.1850 | 0.3543 | 0.2953 | 3/8-24UNF 3.10
211-35| 2 %%
ER212 60 110 65.1 32 25.4 3.18 2.41 116.4 10.5 8.5 M10X1.25 | 47.7 32.9 1.89
212-36| 2 4
212-37| 2%%
212-38| 2% 4.3307 | 2.5630 | 1.2598 | 1.0000 | 0.1252 | 0.0949 | 4.5827 | 0.4134 | 0.3346 | 3/8-24UNF 416
212-39| 2 %
ER214 70 125 74.6 35 30.2 3.96 2.77 134.5 12.0 9.5 M12X1.5 | 622 44.0 2.52
214-40|2 %
49212 | 29370 | 1.3780 | 1.1890 | 0.1559 | 0.1090 | 5.2953 | 0.4724 | 0.3740 | 1/2-20UNF 5.55
214-43| 24
ER215 75 130 77.8 38 33.3 3.96 2.77 139.7 12.0 9.5 M12X1.5 | 66.1 49.5 3.12
215-46|2 %
215-47 2% 51181 | 3.0630 | 1.4961 | 1.3110 | 0.1559 | 0.1090 | 5.5000 | 0.4724 | 0.3740 | 1/2-20UNF 6.87
215-48| 3
ER 217-55 |3 %, 150 85.7 49.2 34.1 4.76 2.77 159.5 12.0 9.5 M12X1.5 83.5 64.6 4.32
5.9055 3375 | 1.9375 | 1.3437 | 0.1875 | 0.1090 | 6.2812 | 0.4724 | 0.3740 | 1/2-20UNF 95

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts
with eccentric locking collar

} P
Q | =T ©
|
S Bz
B
. (mm) Basic load .
E— Shaft Dia. Dimensions (inch) ratings Weight
o d (KN) (kg)
0.
(in.) | (mm) D B1 B C S d1 B2 h G ds Cr Cor (Ib)

NA 201 12 47 435 34 17 17 33.3 13.5 4.0 5.0 M6X0.75 12.8 6.6 0.27
201-8 Y% 1.8504 | 1.7126 | 1.3386 | 0.6693 | 0.6693 | 1.3110 | 0.5315 | 0.1575 | 0.1968 | 1/4-28UNF 0.59

NA202 15 47 435 34 17 17 33.3 13.5 4.0 5.0 M6X0.75 12.8 6.6 0.25
202-9 Y6
202-10 s 1.8504 | 1.7126 | 1.3386 | 0.6693 | 0.6693 | 1.3110 | 0.5315 | 0.1575 | 0.1968 | 1/4-28UNF 0.55

- 8

NA203 17 47 435 34 17 17 33.3 13.5 4.0 5.0 M6X0.75 12.8 6.6 0.24
203-11 Wis 1.8504 | 1.7126 | 1.3386 | 0.6693 | 0.6693 | 1.3110 | 0.5315 | 0.1575 | 0.1968 | 1/4-28UNF 0.53

NA 204 20 47 435 34 17 17 33.3 13.5 4.0 5.0 M6X0.75 12.8 6.6 0.22
204-12 3 1.8504 | 1.7126 | 1.3386 | 0.6693 | 0.6693 | 1.3110 | 0.5315 | 0.1575 | 0.1968 | 1/4-28UNF 0.48

NA 205 25 52 443 | 34.8 17 17.4 | 3841 13.5 4.2 5.0 M6X0.75 14.0 7.8 0.25
205-14 | %

205-15 B 2.0472 | 1.7441 | 1.3701 | 0.6693 | 0.6850 | 1.5000 | 0.5315 | 0.1654 | 0.1968 | 1/4-28UNF 0.55
205-16 1

NA 206 30 62 483 | 36.4 19 182 | 445 15.9 4.8 6.0 M8X1 19.4 1.2 0.41
206-17 | 1Y
206-18 | 1%

206-19 | 12 2.4409 | 1.9016 | 1.4331 | 0.7480 | 0.7165 | 1.7520 | 0.6260 | 0.1890 | 0.2362 | 5/16-24UNF 0.90
= 16
206-20 | 1%

NA 207 35 72 51.1 37.6 20 18.8 55.6 17.5 5.4 6.5 M8X1 25.6 15.2 0.60
207-20 | 124
207-21 | 1%

207-22 | 1% 2.8346 | 2.0118 | 1.4803 | 0.7874 | 0.7402 | 2.1890 | 0.6890 | 0.2126 | 0.2559 | 5/16-24UNF 1.32
207-283 | 1%

NA 208 40 80 56.3 | 42.8 21 21.4 | 60.3 18.3 5.9 6.5 M10X1.25 32.6 19.8 0.78
208-24 | 1% 3.1496 | 2.2165 | 1.6850 | 0.8268 | 0.8425 | 2.3740 | 0.7205 | 0.2323 | 0.2559 | 3/8-24UNF 1.72
208-25 | 1% . . . . . : . . . .

NA209 45 85 56.3 | 42.8 22 214 | 635 18.3 6.1 6.5 M10X1.25 327 20.4 0.85
209-26 | 1%

209-27 | 1% 3.3464 | 2.2165 | 1.6850 | 0.8661 | 0.8425 | 2.5000 | 0.7205 | 0.2402 | 0.2559 | 3/8-24UNF 1.87
209-28 | 13

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts
with eccentric locking collar

RBIS
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Bz
__ Ba
; (mm) Basic load ;
Boari Shaft Dia. Dimensions (inch) ratings Weight
earin
. 9 d (KN) (kg)
0.
(in) [(mm)| D B1 B o S d1 B2 h G ds Cr Cor (Ib)
NA210 50 90 62.7 49.2 24 24.6 69.9 18.3 6.5 6.5 M10X1.25 35.0 231 1.01
210-30 | 1%
210-31 | 1% 3.5433 | 2.4685 | 1.9370 | 0.9449 | 0.9685 | 2.7520 | 0.7205 | 0.2559 | 0.2559 | 3/8-24UNF 222
210-32 2
NA211 55 100 | 71.4 55.4 25 27.7 76.2 20.7 7.1 8.0 | M10X1.25 43.3 29.2 1.39
211-32 2
211-34 | 2% 3.9370 | 2.8110 | 2.1811 | 0.9842 | 1.0906 | 3.0000 | 0.8150 | 0.2795 | 0.3150 | 3/8-24UNF 3.16
211-35 | 2%
NA212 60 110 77.8 61.9 27 30.9 84.2 22.3 7.6 8.0 M10X1.25 47.7 329 1.87
212-36 | 214
212-37 | 2%
212.38 | 2% 43307 | 3.0630 | 2.4370 | 1.0630 | 1.2165 | 3.3150 | 0.8780 | 0.2992 | 0.3150 | 3/8-24UNF 412
212-39 | 2%

NA213 65 120 85.7 68.6 28 34.1 86.0 23.5 8.5 8.5 M10X1.25 57.2 40.0 2.41
213-40 | 2 X% 4.7244 | 3.3740 | 2.7008 | 1.1024 | 1.3425 | 3.3858 | 0.9252 | 0.3346 | 0.3346 | 3/8-24UNF 5.31
NA214 70 125 85.7 68.6 30 34.1 90.0 23.5 8.9 8.5 M10X1.25 62.2 44.0 2.57
214-43 | 2% 49212 | 3.3740 | 2.7008 | 1.1811 | 1.3425 | 3.5433 | 0.9252 | 0.3504 | 0.3346 | 3/8-24UNF 5.66
o14-44 | 23 X . . . . . . . : .
NA215 75 130 | 92.1 75.0 32 37.3 102 23.5 9.2 8.5 | M10X1.25 66.1 49.5 2.84

21546 | 2%
215-47 | 2% 51181 | 3.6260 | 2.9528 | 1.2598 | 1.4685 | 4.0157 | 0.9252 | 0.3622 | 0.3346 | 3/8-24UNF 6.26
215-48 3

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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IRBIN

with eccentric locking collar

s
»| h |<-
| G ds
—_— /_
B
D -1 I 'u_ [ %
Regreasable ° f NOTE: BEARINGS WITH ECCEN-
i TRIC LOCKING COLLARS ARE
i NOT RECOMMENDED FOR USE
IN REVERSING APPLICATIONS.
L bl e:
=
B1
Basic load
n mm q
; Shaft Dia. Dimensions ((inch)) ratings | Weight
Bearing d (KN) (kg)
No. inyemm)| D | B B c s | di B2 h G ds cr | Cor | (b)

SA201 FP9 12 40 28.6 19.1 13 6.5 28.6 13.5 3.4 4.8 M6x1 95 | 47 0.13
201-8 FP9| % 15748 | 11260 | 0.7520 | 05118 | 2559 | 1.1260 | 0.5315 | 0.1338 | 0.1890 | 1/4-28UNF 0.29

SA202 Fpg 15 40 28.6 19.1 13 6.5 28.6 13.5 3.4 4.8 M6x1 95 | 47 0.13
202-9 FP9| %

202-10 FP9| 5 1.5748 | 1.1260 | 07520 | 05118 | 02559 | 1.1260 | 0.5315 | 0.1338 | 0.1890 | 1/4-28UNF 0.29

SA203  FP9 17 40 28.6 19.1 13 6.5 28.6 13.5 34 4.8 M6x1 95 | 47 0.13
203-11 FP9| 4 1.5748 | 11260 | 07520 | 0.5118 | 0.2559 | 1.1260 | 0.5315 | 0.1338 | 0.1890 1/4-28UNF 0.29

SA204 FP9 20 47 31.0 215 15 7.5 33.3 13.5 4.0 4.8 M6x1 128 | 6.6 0.20
204-12 FP9| 2 1.8504 | 1.2205 | 0.8464 | 0.5906 | 0.2953 | 1.3110 | 0.5315 | 0.1575 | 0.1890 | 1/4-28UNF 0.43

SA205 FP9 25 52 31.0 215 15 75 38.1 13.5 4.2 48 M6x1 140 | 7.8 0.23
205-14 FP9| %

205-15 FP9| % 2.0472 | 1.2205 | 0.8464 | 0.5906 | 0.2953 | 1.5000 | 0.5315 | 0.1654 | 0.1890 | 1/4-28UNF 0.51
205-16 FP9| 1

SA206 FP9 30 62 35.7 23.8 18 9.0 44.5 15.9 4.8 6.0 M8X1 19.4 | 11.2 0.34
206-17 FP9|14
206-18 FP9|1 %

206-19 FP9 | 1% 2.4409 | 14055 | 09370 | 0.7087 | 0.3543 | 1.7520 | 0.6260 | 0.1890 | 0.2362 | 5/16-24UNF 0.75
206-20 FP9 |1 X4

SA 207 FP9 35 72 38.9 25.4 19 9.5 55.6 17.5 5.4 6.8 M8X1 256 | 15.2 0.57
207-20 FpP9|1 X4
207-21 FP9| 1%

207-22 FP9|1 % 2.8346 | 1.5315 1.0000 | 0.7480 0.3740 | 2.1890 | 0.6890 | 0.2126 0.2677 | 5/16-24UNF 1.26
207-23 FP9|1%

SA 208 FP9 40 80 437 30.2 22 11.0 60.3 18.3 5.9 6.8 M8X1 326 | 19.8 0.75
208-24 FP9|1 25 1.65
208-25 FP9| 1% 3.1496 | 1.7205 | 1.1890 | 0.8661 | 0.4331 | 2.3740 | 0.7205 | 0.2323 | 02677 | 5/16-24UNF .

SA209  FP9 45 85 437 | 302 | 22 1.0 | 635 | 183 6.1 6.8 M8X1 327 | 204 | 082
209-26 FP9|1%

209-27 FP9|1% 33464 | 17205 | 1.1890 | 0.8661 | 0.4331 | 2.5000 | 0.7205 | 02402 | 0.2677 | 5/16-24UNF 181
209-28 FP9|13;

SA 210 FP9 50 90 437 30.2 22 11.0 69.9 18.3 6.5 6.8 M8X1 350 | 231 0.85
210-30 FP9|17%

210-31 FP9[1%4 35433 | 17205 | 11890 | 0.8661 | 04331 | 27520 | 0.7205 | 0.2559 | 0.2677 |5/16-24UNF 1.87
210-32 FP9| 2

SA211  FP9 55| 100 | 484 | 324 | 24 | 120 M10X1.25 | 433 | 202| 120
21132 FP9 | 2 . 76.2 20.7 71 8.0
211-34 FP9 2% 39370 | 19055 | 1.2756 | 0.9449 | 04724 | 2.0000 | 0.8150 | 0.2795 | 03150 | 3/8-24UNF 2.65
211-35 FP9 | 2%

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Bearing inserts (Narrow Series) RB
with eccentric locking collar | e

NOTE: BEARINGS WITH ECCEN-
TRIC LOCKING COLLARS ARE
NOT RECOMMENDED FOR USE
IN REVERSING APPLICATIONS.

Non-Regreasable

. (mm) Basic load :
_ Shaft Dia. Dimensions (inch) ratings | Weight
Bearing d (KN) (kg)
No.
(n)[mm)| D B1 B c S di B2 G ds cr | Cor | (b)
SA201 12 40 28.5 19 13 6.5 28.6 13.5 438 MBX1 95 | 47 0.13
201-8 A 1.5748 | 1.1220 | 0.7480 0.5120 0.2560 | 1.1260 0.5315 0.1890 1/4-28UNF 0.29
SA202 15 40 28.5 19 13 65 | 286 135 4.8 MBX1 95 | 47 0.13
202-9 Y6
20210 | 5 15748 | 11220 | 0.7480 | 05120 | 0.2560 | 1.1260 05315 0.1890 1/4-28UNF 0.29
SA203 17 40 285 19 13 6.5 28.6 13.5 438 MBX1 95 | 47 0.13
203-11 W 1.5748 | 1.1220 | 0.7480 | 0.5120 | 0.2560 | 1.1260 0.5315 0.1890 1/4-28UNF 0.29
SA204 20 47 31 21.4 14 7.5 32 13.5 4.8 M6X1 128 | 6.6 0.15
204-12 | % 1.8504 | 12180 | 0.8430 | 0.5512 | 0.2953 | 1.2600 05315 0.1890 1/4-28UNF 0.33
SA205 25 52 31 214 | 15 7.5 38.1 13.5 438 MBX1 140 | 7.8 0.22
205-14 %
205-15 | %% 20472 | 12180 | 08430 | 05906 | 02953 | 1.5000 | 0.5315 0.1890 1/4-28UNF 0.49
205-16 1
SA206 30 62 35.7 23.8 16 8.0 445 15.9 6.0 M8X1 19.4 | 11.2 030
206-17 1)
206-18 |1 %
206-19 |13 24409 | 1.4060 | 0.9370 | 0.6299 | 0.3150 | 1.7520 0.6260 0.2362 5/16-24UNF 0.66
206-20 |12
SA207 35 72 38.9 25.4 17 8.5 55.6 17.5 6.8 M8X1 256 | 15.2 0.50
207-20 |1 X4
207-21 1%
207-22 |1% 2.8346 | 15310 | 1.0000 | 0.6693 | 0.3346 | 2.1890 0.6890 02677 5/16-24UNF 1.10
207-23 (1%
SA208 40 80 437 301 | 18 9.0 60.3 18.3 6.8 M10X1.25 326 | 19.8 0.67
208-24 1% 3.1496 | 1.7190 | 1.1870 | 0.7087 | 0.3643 | 2.3740 0.7205 0.2677 5/16-24UNF 1.48
SA 209 45 85 437 | 302 | 22 1.0 | 635 183 6.8 M10X1.25 | 327 | 20.4 0.82
209-26 |1%
209-27 1% 33464 | 1.7205 | 11890 | 0.8661 | 0.4331 | 2.5000 0.7205 0.2677 3/8-24UNF 1.81
209-28 |13
SA 210 50 | 90 437 | 302 22 1.0 69.9 18.3 6.8 Miox1.25 | 35.0 | 231 0.85
210-30 |1%
210-31 1% 35433 | 17205 |1.1890 | 0.8661 | 0.4331 |2.7520 0.7205 0.2677 3/8-24UNF 1.87
210-32 2
SA 2111 s | 2 55 | 100 | 48.4 324 24 120 | 762 207 8.0 M10X1.25 | 433 | 292 | 120
21134 (2% 39370 | 19055 | 12756 | 0.9449 | 04724 | 20000 | 0.8150 0.3150 3/8-24UNF 2.65
211-35 |234

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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80

with eccentric locking collar
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Basic load
0 mm A
_ Shaft Dia. Dimensions ((incrz) ratings | Weight
Bearing p (KN) (kg)
No.
° in)[@mm)| D Bi B c s d B2 h G ds cr | Cor | (b)
SAA 201 FP7 12 40 28.6 19.1 13 6.5 28.6 13.5 3.4 4.8 M6X0.75 95 | 47 0.13
201-8 FP7| » 1.5748 | 1.1260 0.7520 | 0.5118 0.2559 | 1.1260 | 0.5315 | 0.1338 | 0.1338 1/4-28UNF 0.29
SAA 202 FP7 15 40 28.6 19.1 13 6.5 28.6 13.5 3.4 48 M6X0.75 95 | 47 013
202-9 FP7| %
202-10 FP7| 5 15748 | 11260 | 07520 | 05118 | 0.2559 | 11260 | 0.5315 | 0.1338 | 0.1338 | 1/4-28UNF 0.29
8
SAA 203  FP7 17 40 28.6 19.1 13 6.5 28.6 13.5 34 4.8 M6X0.75 95 | 47 0.13
203-11 FP7| e 1.5748 | 1.1260 | 0.7520 | 0.5118 | 0.2559 | 1.1260 | 0.5315 | 0.1338 | 0.1338 | 1/4-28UNF 0.29
SAA204  FP7 20 47 31.0 215 15 7.5 33.3 13,5 4.0 48 M6X0.75 | 12.8 | 6.6 0.20
204-12 FP7| % 18504 | 1.2205 | 0.8464 | 0.5906 | 0.2953 | 1.3110 | 05315 | 0.1575 | 01338 | 14 08UNF 0.43
SAA205 FpP7 25 52 31.0 21,5 15 7.5 38.1 13,5 4.2 4.8 M6X0.75 | 14.0 | 7.8 0.23
205-14 FP7| %
205-15 FP7| %% 2.0472 | 1.2205 | 0.8464 | 0.5906 | 0.2953 | 1.5000 | 0.5315 | 0.1654 | 0.1338 | 1/4-28UNF 0.51
205-16 Fp7| 1
SAA 206 FP7 30 62 35.7 23.8 18 9.0 44.5 15.9 4.8 6.0 M8X1 194 | 11.2 0.34
206-17 FP7|1 24
206-18 FP7|1 %%
206-19 FP7| 1% 2.4409 | 1.4055 | 09370 | 07087 | 0.3543 | 1.7520 | 0.6260 | 0.1890 | 0.2362 | 5/16-24UNF 0.75
206-20 FP7|1 X
SAA 207 FP7 35 72 38.9 25.4 19 9.5 55.6 17.5 5.4 6.8 M8X1 256 | 15.2 0.57
207-20 FP7|1 %
207-21 Fp7|1%6
207-22 FP7|1% 2.8346 | 1.5315 1.0000 | 0.7480 0.3740 | 2.1890 | 0.6890 | 0.2126 0.2677 | 5/16-24UNF 1.26
207-23 FP7| 1%
SAA 208  FP7 40 80 437 30.2 22 1.0 60.3 18.3 5.9 6.8 M8X1 326 | 19.8 0.75
208-24 FP7|1 %
208-25 FP7| 1% 3.1496 | 1.7205 | 1.1890 | 0.8661 | 04331 | 23740 | 0.7205 | 0.2323 | 0.2677 | 5/16-24UNF 1.65
SAA209  FP7 45 85 43.7 30.2 22 1.0 | 635 18.3 6.1 6.8 M8XA 327 | 204 0.82
209-26 FP7 |1 3%
209-27 FP7 1% 33464 | 17205 | 11800 | 0.8661 | 0.4331 | 25000 |0.7205 | 0.2402 | 0.2677 | 5/16-24UNF 1.81
209-28 FP7 |13
SAA210 FP7 50 | 90 437 | 302 22 1.0 69.9 | 18.3 6.5 6.8 |M10X1.25 350 | 231 0.85
210-30 FP7 |1 %
210-31 FP7 [1%% 35433 | 17205 | 11890 | 0.8661 | 0.4331 | 27520 |0.7205 | 0.2559 | 0.2677 | 3/8-24UNF 1.87
210-32 FP7 | 2
SAA211  FP7 55 | 100 | 484 | 324 | 24 | 120 M10X1.25 | 433 | 202 | 1.20
211-32 FP7 | 2 . 76.2 20.7 7.1 8.0
211-34 FP7|2% 39370 | 19055 | 1.2756 | 0.9449 | 04724 | 2.0000 | 0.8150 | 0.2795 | 03150 | 3/8-24UNF 2.65

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Disc harrow ball bearings Cylindrical O.D
Tri- ply seal series Non-regreasable type
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IRB I

Type | Trpe 2
Dimensions inch/mm
Bore Weight Static Load Dynamic Load
Unit No. Type D B C BCA Fafnir
d Ibs kg Ibf N Ibf N
Round Bore
1.5005 | 3.1496 | 1.688 | 0.827
W208PP10 1 1.50 0.680 4500 19900 | 8300 | 36800 |DC208TT10(| W208PP10
38.113 80 42.87 | 21.00
1.5300 | 3.5133 | 1.188 | 1.188
W210PP8 2 1.97 0.894 5200 23000 | 9000 | 39900 W210PP8
38.860 90 30.18 | 30.18
1.9380 | 3.5433 | 1.188 | 1.188
W210PP2 2 1.69 0.767 5200 23000 | 9000 | 39900 | DC210TT2 [ W210PP2
49.230 90 30.18 | 30.18
2.1880 | 3.9370 | 1.312 | 1.312
W211PP2 2 2.33 1.056 6550 29000 | 11000 | 48800 | DC211TT2 | W211PP2
55.580 100 33.34 | 33.34
2.7559 | 49213 | 1.562 | 1.562
W214PP2 2 419 1.901 9800 43500 | 16000 [ 71000 W214PP2
70.000 125 39.69 | 39.69
Square Bore
1 3.1496 | 1.438 | 0.709
W208PP6 1 1.62 0.73 4500 19900 | 8300 | 36800 W208PP6
254 80 36.51 | 18.00
1-1/8 | 3.1496 | 1.438 | 0.709
W208PP5 1 1.5 0.68 4500 19900 | 8300 | 36800 | DC208TT5 | W208PP5
28.6 80 36.51 | 18.00
1-1/8 | 3.1496 | 1.438 | 1.188
W208PP8 1 1.66 0.75 4500 19900 | 8300 | 36800 | DC208TT8 | W208PP8
28.6 80 36.51 | 30.18
1-1/2 | 3.9370 | 1.312 | 1.312
W211PP3 2 2.79 1.27 6550 29000 |11000 | 48800 | DC11TT3 | W211PP3
38.1 100 33.34 | 33.34
1-1/2 | 4.0000 | 1.750 | 1.438
W211PP5 1 3.48 1.58 6550 29000 | 11000 | 48800 | DS11TT5 | W211PP5
38.1 101.6 | 44.45 | 36.52

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Disc harrow ball bearings Spherical O.D.
‘ A Tri-ply seal series Non-regreasable type (Round Bore

il g :,-'_':‘ I

gy

i e N e

Type 1 Type 2
Dimensions inch/mm
Bore Static Load Dynamic Load | Weight
Unit No. Type D B C BCA Fafnir
d Ibf N Ibf N Lb/kg
1.1880 | 3.150 | 1.188 | 0.709 1.41
W208PPB7 1 4500 | 19900 | 8300 | 36800 DS208TT7 W208PPB7
30.170 80 30.18 | 18.00 0.640
1.5005 | 3.150 [ 1.688 | 0.709 1.59
W208PPB2 1 4500 | 19900 | 8300 | 36800 W208PPB2
38.113 80 42.96 | 18.00 0.721
1.5005 | 3.150 | 1.688 | 1.188 1.50
W208PPB23 1 3550 | 15600 | 7200 32000 DS208TT2A W208PPB23
38.113 80 42.96 | 30.18 0.680
1.7717 | 3.346 | 1.188 | 1.188 1.44
W209PPB2 2 4550 [ 20200 [ 8300 36800 DS209TT2 W209PPB2
45.000 85 30.18 | 30.18 0.653
1.5350 | 3.346 | 1.188 | 1.188 1.65
W209PPB4 2 4550 | 20200 | 8300 | 36800 DS209TT4 W209PPB4
39.000 85 30.18 | 30.18 0.748
1.9380 | 3.543 | 1.188 | 1.188 1.56
W210PPB2 2 5200 | 23000 | 9000 39900 W210PPB2
49.230 90 30.18 | 30.18 0.708
1.7850 | 3.543 | 1.188 | 1.188 1.75
W210PPB5 2 5200 | 23000 | 9000 | 39900 DS210TT5 W210PPB5
45.340 90 30.18 | 30.18 0.794
2.1880 | 3.937 | 1.312 | 1.312 213
W211PPB2 2 6550 | 29000 | 11000 | 48800 DS211TT2 W11PPB2
55.580 100 33.34 | 33.34 0.966
2.7559 | 4.921 | 1.562 | 1.562 3.96
W214PPB2 2 9800 | 43500 | 16000 | 71000 W214PPB2
70.000 125 39.69 | 39.69 1.796
2.7660 | 4.921 [ 1.750 | 1.102 3.96
W214PPB9 1 9800 | 43500 | 16000 | 71000 W214PPB9
70.260 125 | 44.45 | 28.00 1.796

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Disc harrow ball bearings Spherical OD
Tri- ply seal series Non-regreasable type (Square

| F—

RBIS

- H -
Type 1 Type 2
Dimensions inch/mm
Bore Static Load Dynamic Load | Weight
Unit No. Type D B C BCA Fafnir
d Ibf N Ibf N Ib/kg
718 3.1496 1.438 0.709 1.62
W208PPB13 1 4500 | 19900 | 8300 36800 DS208TT13 W208PPB13
22.2 80 36.53 18.00 0.735
1 3.1496 1.438 0.709 1.59
W208PPB6 1 4500 | 19900 | 8300 36800 DS208TT6 W208PPB6
25.4 80 36.53 18.00 0.721
1-1/8 3.1496 1.438 0.709 1.47
W208PPB5 1 4500 | 19900 | 8300 36800 DS208TT5 W208PPB5
28.6 80 36.53 18.00 0.667
1-1/4 3.3465 1.438 1.188 1.75
W209PPB5 1 4550 | 20200 | 8300 36800 DS209TT5 W209PPB5
31.8 85 36.53 30.18 0.794
1-1/8 3.5433 1.188 1.188 2.1
W210PPB4 2 5200 2300 9000 39900 DS210TT4 W210PPB4
28.6 90 30.18 30.18 0.957
1-1/8 3.5433 1.438 1.188 2.25
W210PPB6 1 5200 | 23000 | 9000 39900 W210PPB6
28.6 90 36.53 30.18 1.021
1-1/2 3.9370 1.312 1.312 2.66
W211PPB3 2 6550 | 29000 | 11000 | 48800 DS211TT3 W211PPB3
38.1 100 33.34 33.34 1.207
1-1/8 3.1496 1.437 1.189 0.75
W208PPB8 1 4500 | 19900 | 8300 36800 W208PPB8
28.6 80 36.53 30.18 1.652
1 3.1496 1.437 1.189 0.79
W208PPB9 1 4500 | 19900 | 8300 36800 W208PPB9
25.4 80 36.53 30.18 1.740
718 3.4280 1.437 1.189 0.93
W208PPB11 1 4500 | 19900 | 8300 36800 W208PPB11
22.2 87 36.53 30.18 2.048
1-1/8 3.4280 1.437 1.189 0.85
W208PPB12 1 4500 | 19900 | 8300 36800 W208PPB12
28.6 87 36.53 30.18 1.872
7/8 3.4385 1.437 1.189 0.93
W208PPB18 1 4500 | 19900 | 8300 36800 W208PPB18
22.2 87 36.53 30.18 2.048
1-1/8 3.4385 1.437 1.189 0.85
W208PPB19 1 4500 | 19900 | 8300 36800 W208PPB19
28.6 87 36.53 30.18 1.872
1-1/4 3.4380 1.437 1.189 0.84
W209PPB7 1 4500 | 19900 | 8300 36800 W209PPB7
31.8 87 36.53 30.18 1.850
1-1/4 3.3464 1.437 0.748 0.75
W209PPB8 1 4500 | 19900 | 8300 36800 W209PPB8
31.8 85 36.53 19.00 1.652

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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84

Disc harrow ball bearings

Tri- ply seal series regreasable type (Square Bore)

- [ - B .
Type 1 Type 2 Type 3 Type 4
Dimensions inch/mm
Bore Static Load Dynamic Load | Weight
Unit No. Type D B C BCA Fafnir
d Ibf N Ibf N Ib/kg
1 3.1496 1.438 | 0.827 1.75
GW208PPB6 2 4500 | 19900 [ 8300 | 36800 DS208TTR6 GW208PPB6
254 80 36.53 | 21.00 0.794
1-1/8 3.1496 1.438 | 0.827 1.47
GW208PPB5 2 4500 | 19900 [ 8300 | 36800 DS208TTR21 GW208PPB5
28.6 80 36.53 | 21.00 0.667
1-1/8 3.1496 1438 | 1.188 1.75
GW208PPB8 1 4500 | 19900 [ 8300 | 36800 DS208TTR8 GW208PPB8
28.6 80 36.53 | 30.18 0.794
1-1/8 3.3755 1438 | 1.188 2.04
GW208PPB17 3 4550 | 19900 [ 8300 | 36800 GW208PPB17
28.6 85.738 | 36.53 | 30.18 0.925
1-1/4 3.3456 1438 | 1.188 1.75
GW209PPB5 1 4550 | 20200 8300 | 36800 DS209TTR5 GW209PPB5
31.8 85 36.53 | 30.18 0.794
1-1/4 3.3456 1.438 | 0.866 1.65
GW209PPB8 2 4550 | 20200 [ 8300 | 36800 DS209TTR8 GW209PPB8
31.8 85 36.53 | 22.00 0.748
1-1/8 3.5433 1.188 | 1.188 2.31
GW210PP4 3 5200 (23000 | 9000 | 39900 DC210TTR4 GW210PP4
28.6 90 30.18 | 30.18 1.048
1-1/8 3.5433 1.188 | 1.188 1.75
GW210PPB4 4 5200 [ 23000 | 9000 | 39900 DS210TTR4 GW210PPB4
28.6 90 30.18 | 30.18 0.794
1-1/2 3.9370 1.312 | 1.312 2.79
GW211PP3 3 6550 [ 29000 | 11000 | 48800 DC211TTR3 GW211PP3
38.1 100 33.34 | 33.34 1.266
1-1/2 3.9370 1.312 | 1.312 2.66
GW211PPB3 4 6550 [ 29000 | 11000 | 48800 DS211TTR3 GW211PPB3
38.1 100 33.34 | 33.34 1.207
1-1/2 4.1250 1.750 | 1.437 4.1
GW211PPB6 2 6550 [ 29000 | 11000 | 48800 GW211PPB6
38.1 105 3.85 3.17 1.86
1-1/2 3.9370 1.750 | 0.984 2.25
GW211PPB11 2 6550 [ 29000 | 11000 | 48800 GW211PPB11
38.1 100 3.85 217 1.02
1-1/2 3.9370 1.75 1.312 2.62
GW211PP17 3 6550 [ 29000 | 11000 | 48800 GW211PP17
38.1 100 44.45 | 33.34 1.188
2 49213 1.562 | 1.562 4.75
GW214PPB4 4 9800 (43500 | 16000 | 71000 GW214PPB4
50.8 125 39.69 | 39.69 2.155

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch




Disc harrow ball bearings

Tri- ply seal series regreasable type (Round Bore
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Type 1 Type 2 Type 3 Type 4
Dimensions inch/mm
Bore Static load Dynamic Load |Weight
Unit No. Type D B C BCA Fafnir
d Ibf N Ibf N Ib/kg
1.5350 | 3.3465 | 1.188 | 1.188 1.65
GW209PPB4 4 4550 (20200 | 8300 | 36800 DS209TTR4 GW209PPB4
39.00 85 30.18 | 30.18 0.794
1.7717 | 3.3465 | 1.188 | 1.188 1.44
GW209PPB2 4 4550 (20200 | 8300 | 36800 DS209TTR2 GW209PPB2
45.00 85 30.18 | 30.18 0.653
1.7810 | 3.3465 | 1.438 | 0.866 1.37
GW209PPB11 2 4550 |20200| 8300 [ 36800 DS209TT10 GW209PPB11
45.24 85 36.53 | 22.00 0.621
1.4065 | 3.5433 | 1.188 | 1.188 2.25
GW210PP3 3 5200 | 23000 [ 9000 | 39900 GW210PP3
37.53 90 30.18 | 30.18 1.021
1.7850 | 3.5433 | 1.188 | 1.188 1.75
GW210PPB5 4 5200 [ 23000 | 9000 | 39900 DS210TTR5R GW210PPB5
45.34 90 30.18 | 30.18 0.794
1.9380 | 3.5433 | 1.188 | 1.188 1.5
GW210PPB2 4 5200 | 23000 ( 9000 | 39900 DS210TTR2 GW210PPB2
49.23 90 30.18 | 30.18 0.680
1.9450 | 3.5433 | 1.438 | 0.906 1.75
GW210PP9 2 5200 [ 23000 | 9000 | 39900 GW210PP9
49.40 90 36.53 | 23.00 0.794
1.7850 | 3.9370 | 1.312 | 0.984 2.02
GW211PPB13 2 6550 [ 29000 | 11000 | 48800 DS211TTR13 GW211PPB13
45.34 100 33.34 | 25.00 0.916
1.9380 | 3.9370 | 1.312 | 1.312 2.26
GW211PPB10 4 6550 | 29000 [ 11000 | 48800 GW211PPB10
49.23 100 33.34 | 33.34 1.025
2.0150 | 3.9370 | 1.312 | 0.984 2
GW211PPB14 2 6550 [ 29000 | 11000 | 48800 GW211PPB14
51.18 100 33.34 | 25.00 0.907
2.1880 | 3.9370 | 1.312 | 1.312 3
GW211PP2 3 6550 [ 29000 | 11000 | 48800 DC211TTR2 GW211PP2
55.58 100 33.34 | 33.34 1.361
2.1880 | 3.9370 | 1.312 | 1.312 2.62
GW211PPB2 4 6550 | 29000 [ 11000 | 48800 DS211TTR2 GW211PPB2
55.58 100 33.34 | 33.34 1.188

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Disc harrow ball bearings
* A Tri-ply seal series regreasable type (Round Bore)
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Type 4
Dimensions inch/mm
Bore Static load Dynamic Load |Weight
Unit No. Type D B C BCA Fafnir
d Ibf N Ibf N Ib/kg
2.1880 | 3.9370 | 1.312 | 0.984 1.85
GW211PPB8 2 6550 | 29000 | 11000 | 48800 GW211PPB8
55.58 100 33.34 | 25.00 0.839
2.1950 | 3.9370 | 1.562 | 0.984 2.02
GW211PPB9 2 6550 | 29000 | 11000 | 48800 DS211TTR9 GW211PPB9
55.75 100 39.69 | 25.00 0.916
2.6881 | 4.9213 | 2.688 | 1.102 4.75
GW214PPB6 2 9800 | 43500 [ 16000 | 71000 GW214PPB6
68.28 125 68.26 | 28.00 2.155
2.7559 | 4.9213 | 1.562 | 1.562 4.19
GW214PP2 3 9800 | 43500 | 16000 | 71000 GW214PP2
70.00 125 39.69 | 39.69 1.901
2.7559 | 4.9213 | 1.562 | 1.562 3.96
GW214PPB2 4 9800 | 43500 | 16000 | 71000 GW214PPB2
70.00 125 39.69 | 39.69 1.796
2.7559 | 4.9213 | 2.438 | 1.562 4.75
GW214PPB5 1 9800 | 43500 [ 16000 | 71000 GW214PPB5
70.00 125 61.90 | 39.69 2.155

Alternative dimensions are available, for critical engineering or construction requirements please confirm these dimensions with your local Ringball branch
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Set-screw units
UCP-2 NP NP UCP-2 RASC UCP-2 UCP-2
UCF-2 SF SF UCF-2 RCJC UCF-2 UCF-2
UCFL-2 | SFT SFT UCFL-2 RCJTC UCFL-2 UCFL-2
UCT-2 ST ST UCT-2 RTUC LV UCT-2
UCC-2 SLC SC UCC-2 - LC -
SBPP-2 LPB - ASPP-2 - SP UBPP-2
SBPF-2 SLFE - ASPF-2 - PF UBPF-2
SBPFL-2 | SLFL - ASPFL-2 - PFT UBPFL-2
UCPX MP MP UCPX - UCPX UCPX
UCFX MSF MSF UCFX - UCFX UCFX
UCFCX* | MFC MEC UCFCX - HFC UCFCX
UCFC-2 | SFC SFC UCFC-2 - - -
ALP CP-EC - - PSD - -
UCTX MST MST UCTX - HV UCTX
Eccentric Lock Collar Units
NAP NP-DEC - UELP-2-DI RAS GAP-1100-B | EWP-200
NANF SF-DEC - UELFU-2-DI | RCJ GFF-1100 EWFH-200
NANFL | SFT-DEC - UELFLU-2-DI | RCJT GFFL-1100 EWFLH-200
NAT ST-DEC - UELT-2-DI RAK LV-EC -
SAP NP-EC - AELP-2 RTU GARAP-100 | GEMP-200
SAF SF-EC - AELF-2 - GARAF-100 | GEMF-200
SAFL SFTG-EC - AELFL-2 - GARAFL-100 | GEMFL-200
SAPP LPB-EC SSP AELPP-2 PB SP-LC ENPP-200
SAPF SLFE-EC SSF AELPF-2 RA PF-LC ENPF-200
SAPFL SLFL-ES SSFT AELPFL-2 RAT PTF-LC ENPFL-200
Ball Bearing Inserts-Set Screw
UC-2 1000-G 2-00 UC-2 GC-KRRB UC-2 UC-200
Ucx - 3-00 Ucx - Ucx UCcx-00
SB-2 - - AS-2 - PB-00 UB-200
ER-2 100-CG ER UCS-2-NR GC-KRRG-2 | - -
Ball Bearing Inserts-Eccentric Lock Collar
NA-2 1000-DECG | - UEL-2 G-KRRB GA-1100 EW-200
SA-2 1200-ECG | L-00 AEL-2 RA-NPPB - EN-200
SA-2-FP9 | - - AEL-2-DI GRA-NPPB | GARA-100 GEM-200
SAA-FP7 | - - AELS-200 - - ENR-200

Ringball Corporation shall not be responsible
for errors or omissions in this catalogue.
*Pilot dimension differ in some cases
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